SHIP: USS LASALLE (AGE-3) ITEM NO: 512-80-006
COAR: 16-537 PCN: EA05-8767
CMP: NONE
SURVEYOR:_GARNER
1. SCOPE

1.1 Title: S/A AGF 58767D, Static Converter Room Cooling; accomplish

1.2 Location of Work:

1.3

1.2.1 Throughout the Ship
Identification:

1.3.1 Not Applicable

2. REFERENCES

j.

Standard ltems

I13-7539624, HVAC Foundation Static Converter Room

J02-7539951, Ppwer Modification Fan Coil Unit Static Converter Room

H01-7539588 Rev A, HVAC Mod Static Converter

q402-7539999, Chilled Water Piping Mods Static Converter Room
8D3-1385866, Pénetration Bulkhead & Deck
g05-4721371 Rev D, NNSY Label Plate Standards

q10-4714432 Rev_G, NNSY Standard Drawing, Std Pipe Hangers

Fabrication Dets & Instl Instr (Non-Nuc Constr)

0900-LP-001-7000, Fabrication and Inspection of Brazed Piping Systems

S9086-RK-STM-010/CH-505, Piping Systems

3. REQUIREMENTS

3.1 Accomplish the requirements of 2.b through 2.e, using 2.f through 2.h
for guidance, and the following:

3.1.1 Chip and grind surfaces flush in way of repairs.
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3.2 Accomplish the requirements of 009-12 of 2.a, including Table One,
Columns A and B, Lines One through 10, and Table 3, Column A, Lines One
through 7.

(V) (G) "FLUSHING"

3.3 Flush the new and modified piping system silver brazed joints in
accordance with Paragraph 5.8, subparagraph a, b, or ¢ of 2.i.

3.4 Accomplish the requirements of 009-25 of 2.a for the air hose test of
newly welded bulkhead and deck penetration welded seams. Allowable leakage:
None.

3.5 Accomplish the requirements of 009-71 of 2.a for hydrostatic test of
the new and disturbed chilled water piping, using clean, fresh water at 135
PSIG.

3.6 Accomplish the requirements of 009-71 of 2.a for new and disturbed
condensate drain piping.

3.7 Accomplish the requirements off 009-11 of 2.a to install new
insulation, lagging and reusable covers.

3.7.1 Mark and identify the new and disturbed piping in accordance
with Paragraph 505-7.8 of 2.j.

3.8 Accomplish the requirements of 009-32 of 2.a for new and disturbed
surfaces.

(V) (G) "OPERATIONAL TEST"

3.9 Accomplish an operational test of new and disturbed piping systems
under operating conditions. Allowable leakage: None.

4. NOTES:

4.1 None.

2 of 5 ITEM NO:

512-80-006



SHIP:

5.

51

5.2

5.3

10.

USS LASALLE (AGE-3)

GOVERNMENT FURNISHED MATERIAL (GFM):

NAME OF PART/ PIECE REF. NATIONAL PARA
QTY Ul DESCRIPTION NO. NO. STOCK NO. NO.
PUSH MATERIAL:
None.
KITTED MATERIAL:
None.
LLTM:
One Ea. Circuit Breaker, One 2.C 9N5925007836399 3.1
AQB-A50, 3 Pole,
500 VAC, 60 Hz, 10 A
One Ea. Switch, Rotary, Snap, 2 2.c 9N5930002967318 3.1
TPST, 30A, 450 VAC
One Ea. Nameplate, Size 4, 3 2. - 3.1
Type H, Style IV
(DO NOT ORDER)
One Ea. Nameplate, Size 5, 4 2. - 3.1
Type H, Style IV
(DO NOT ORDER)
25 Ft. Cable, Type, LSDSGU-4 -- 2.c 9N6145012022795 3.1
175 Ft. Cable, Type, LSTSGU-4 -- 2.C 9N6145012019498 3.1
One Ea. Fan Coil Unit, Size V5 One 2d e 3.1
LH, MIL-A-24775
One Ea. Label Plate 2 2d - 3.1
(DO NOT ORDER)
One Ea. Classification Plate 3 2d e 3.1
3 Inch x 3 Inch, CI "W"
(DO NOT ORDER)
10 Ft. One Inch IPS Pipe, P-1 2.e 9C4710002774657 3.1
1.315 OD x .065 Thk,
CUNI, 90/10
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11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.
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320

One

One

18

One

20

18

Ft. 3/4 Inch IPS Pipe, P-2 2.e 9C4710002774656 3.1

1.050 OD x .065 Thk,
CUNI, 90/10

Ft. 1/2 Inch IPS Pipe, P-3 2e 9C4710002774655 3.1

Ea.

Ea.

Ea.

Ea.

Ea.

Ea.

Ea.

Ea.

Ea.

Ea.

Ea.

.840 OD x .065 Thk,
CUNI, 90/10

3/4 Inch IPS Valve, V-1 2.e 9C4820004971677 3.1
Gate, UESW, Bronze

3/4 Inch IPS Valve, V-2 2.e 9C4820001279302 3.1
Solenoid, UESW, Bronze

One Inch IPS Valve, V-3 2.e 9C4820004830681 3.1
Swing Check, UESB,
Bronze

One Inch IPS Union, = - S —— 31
Fem, SB x Fem Thd
Bronze

One Inch IPS Bhd & Deck F-2 2.e 9C2040002730687 3.1
Penetration, Plain,
Steel

3/4 Inch IPS Bhd & Deck F-3 2.e 9C2040002730686 3.1
Penetration, Plain,
Steel

3/4 Inch IPS Flow F-4 2.e 9C4820010868688 3.1
Control Valve, 10 GPM
UESW, Bronze

Label Plates, Anodized F-5 2.6 - 3.1
Aluminum (DO NOT ORDER)

3/4 Inch IPS Elbow, 45 F-6 2.e 9C4730014637053 3.1
Degree, SW, CUNI, 90/10

3/4 Inch IPS Coupling, F-7 2.e 9C4730014635878 3.1
SW, CUNI, 90/10

3/4 Inch IPS Boss, [ S Y- S — 3.1
Weldbase x SW, CUNI,
90/10 Sim to Premier #
B939K150
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24,

25,

26.

27.

28.

29.

30.

31.

32.

33.

34.

35.

36.
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46

One

One

12

80

One

One

One

Ea.

Ea.

Ea.

Ea.

Ea.

Ea.

Ea.

Ea.

Ea.

Ea.

PM

PM

LF

3/4 Inch IPS Elbow, 90 F-9 2.e
Degree, LR, SB, Bronze

One Inch IPS Return
Bend, Open Pattern,
SB, Bronze

F-10 2.e

3/4 Inch x 1/2 Inch IPS F-11 2.e
Bushing, SW, CUNI,
90/10, Sim to Premier #
99157149

One Inch IPS Elbow, 90 F-12 2.e
Degree, SB, Bronze
One Inch IPS Tee, SB, F-13 2.e

Bronze

One Inch IPS Elbow, 45 F-14 2.e
Degree, SB, Bronze

3/4 Inch IPS Tailpiece, F-15 2.e
SW, CUNI, 90/10, Sim to
Premier # 99555150

One Inch IPS Hanger - 2e
Assembly, Steel, Rubber
Liner, Type 2

3/4 Inch IPS Hanger -—-- 2
Assembly, Steel, Rubber
Liner, Type 2

1/2 Inch IPS Hanger - 2e
Assembly, Steel, Rubber
Liner, Type 2

5/16 Inch Thick Plate One 2.b
Ordinary Strength, ABS

Grade A

1/4 Inch Thick Plate 2 2.b
Ordinary Strength, ABS
Grade A

Angle, Structural, 3 2b
3.5 Inch x 3.5 Inch x

5/16 Inch, Ordinary

Strength, ABS Grade A
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9C4730005425144

9C4730005425250

9C4730005425224

9C5340LLL990069

9C5340LLL990068

9C5340LLL990067

9515001533217

9515001533188

9520000525395
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3.1
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3.1

3.1
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37.

38.

39.

40.

USS LASALLE (AGE-3)

Ea. Bolt, Hex Hd, 5/8"-11 4 2b
UNC-3B, 1-3/4", Grade
5, CRES, Mil-S-1222

Ea. Nut, Hex, SLF-LKG, 5 2.b
5/8"-11UNC-3B
CRES, Mil-N-25027,
SAE Grade B

Ea. Washer, Flat, 5/8", 6 2.b
CRES, FF-W-92

LF Beam, Structural Tee, 7 2.b
5" x 2.69" x 4.5#,
Ordinary Strength, ABS
Grade A
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